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Настоящий документ служит в качестве дополнения к инструкциям по установке и эксплуатации изделия.
В частности, настоящие инструкции относятся к Flamcomat G4 в контексте безопасности, использования 
и эксплуатации.

Для получения инструкций по установке и прочей документации на различных языках посетите 
www. flamcogroup.com/manuals. Дополнительную информацию по продукции можно запросить 
в соответствующем представительстве Flamco.

Обозначения:

 Главное меню

 Настройки

 Общее

 Информация по обслуживанию

1. Корректное использование
Блок управления Flextronic должен использоваться в соответствии с настоящим руководством. 
Декларация соответствия в оригинальной документации по-прежнему актуальна.

2. Описание изделия
Flextronic представляет собой универсальный блок управления для автоматов Flamco.
Он поддерживает широкий спектр опций связи, которые можно активировать в меню дополнительного 
оборудования Flextronic:
1. Порт Ethernet для интеграции BMS, связь осуществляется по протоколу Modbus или Bacnet.
2. USB-порт для сохранения операционного журнала или обновления встроенного ПО.
3. Порты Canbus (спаренные для гирляндной цепи) для взаимного соединения нескольких автоматов 

Flamco.
4. Порты RS-485 (спаренные для гирляндной цепи) для подключения шлюза удаленной  

службы Flamco (Flamconnect) или для интеграции BMS посредством Modbus или Bacnet.
5. Беспроводной интерфейс (2,400…2,485 ГГц) для сопряжения со смартфоном или планшетом.
6. Аналоговые выходные сигналы для дистанционной индикации уровня в емкости и давления 

в системе (0-10 В).
7. Цифровые (дискретные) выходные сигналы (250 В перем.тока, 5 А макс., беспотенциальные). 

Для трех портов можно настраивать собственные ошибки и предупреждения в меню аварийных 
сигналов Flextronic.

Необозначенные порты предназначены для специального дополнительного оборудования автомата 
или иных операционных целей. Они не должны использоваться для клиентского интерфейса или связи. 
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2.1  Информация по проводным соединениям

Установка, обработка данных и ввод в эксплуатацию должны производиться обученным, 
квалифицированным и компетентным персоналом. Должны быть соблюдены соответствующие 
национальные стандарты, правила и нормы. Для получения инструкций по установке и прочей 
документации на различных языках посетите www.flamcogroup.com/manuals.

 • Дополнительные кабели не входят в комплект поставки и не предоставляются Flamco.
 • Flamco рекомендует использовать экранированный кабель с витой парой. 
 • Сопротивление оконечного резистора: 120 Ом.
 • Максимально допустимая длина кабелей: 500 м.

2.2  Шлюз Flamconnect
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2.3  Соединение с BMS посредством Modbus и Bacnet

Шина RS-485 не поддерживает одновременную связь посредством Modbus и Bacnet. Если требуются 
оба протокола, для одного из них необходимо использовать Ethernet-соединение (IP).
При использовании шлюза удаленной службы Flamconnect порт RS485 становится выделенным для 
данной функции. Если при этом требуется использовать Modbus или Bacnet, то это возможно только 
посредством Ethernet-соединения (IP).

2.4  Взаимно соединенные автоматы Flamco

2.5  Аналоговые выходные сигналы (клиент)

Служат для получения аналогового сигнала давления в системе и уровня в емкости.
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2.6  Цифровые (дискретные) аналоговые сигналы

P29 (VFC3)P28 (VFC2)P27 (VFC1)

(NO) Relay openend at (NO) OUT when controller is powered down, running with error or cable broken

(NO) Relay closed at (NO) OUT when controller powered up and running without error

P29 (VFC3)P28 (VFC2)P27 (VFC1)

NC NOCOM NOCOM NOCOM

NC NOCOM NOCOM NOCOM

OUTIN OUTIN OUTIN

OUTIn OUTIN OUTIN

GUI settings:
Invert polarity: o�

Specifications of VFC:
5A @ 240VAC (non-inductive)

Incoming signal from BMS

Returning signal to BMS

relay

Faulty 

No Fault

P27 P28 P29
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Служат для получения статуса автомата. Для каждого выхода можно назначать собственную неполадку. 
Выход P29 служит для передачи сигнала блокировки котла в режиме >110 °C, в этом режиме он не доступен 
для вывода аварийных сигналов.

3. Настройки беспроводной связи
Выполнять настройку можно с помощью приложения Flamconnect.
 
Чтобы выполнить сопряжение, введите пароль. Его можно найти на этикетке с QR-кодом на автомате 
или отобразить на экране.

Системная информация Просмотр информации 
об автомате и контроллере

 ▶ 

К настройке клиентских интерфейсов и протоколов связи можно перейти через меню контроллера.
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Дополнительное оборудование Активация дополнительного 
оборудования автомата

 ▶  ▶ 

3.1  Настройки интерфейса связи
Ethernet: 
IP-адрес 192.168.100.150
IP-маска 255.255.255.0
IP-шлюз 192.168.100.1
RS-485: 
Flextronic является ведомым устройством.
ИД устройства выбирается
Скорость передачи данных в бодах 19200 
Четность 8-n-1
Одновременно одному интерфейсу может быть назначен только один протокол. Когда подключен шлюз 
удаленной службы, RS-485 не доступен для работы с Modbus и Bacnet. Используйте для интеграции BMS 
порт Ethernet.

3.2  Программирование цифровых (дискретных) выходов
Беспотенциальным цифровым (дискретным) выходам можно назначать собственные неполадки (ошибки 
и предупреждения). Если одному выходу назначено более одной неполадки, выход становится активным 
при активации любой из назначенных для него неполадок.

Настройку неполадок можно осуществлять в меню Flextronic:

Аварийные сигналы
Назначение аварийного сообщения 
(сообщений) соответствующему 
беспотенциальному выходу (выходам)

 ▶  ▶ 
 



Руководство по средствам связи Flamcomat G4 Мы сохраняем за собой право на внесение изменений в конструкцию и технические 
характеристики наших изделий.

8

4. Таблица картирования битов Modbus Flamcomat
4.1  Flamcomat

Register Access Name Type Unit Range

0x0001 R Current working pressure UINT16 cbar 0..16000
0x0002 R Current vessel level UINT16 % 0…100

0x0003 R Outputs state  
(1-on) UINT16

Bit 0: P35 M1 Active (pump/compressor)
Bit 1: P36 M2 Active (pump/compressor)
Bit 2: P33 V1 active (Valve 1) 
Bit 3: P34 V2 active (Valve 2)
Bit 4: P31 V3 Active (Valve 3/ Refill pump)
Bit 8: Degassing On (Enabled)*
Bit 9: Degassing mode (0-normal, 1-turbo)*

0x0004 R Error table 1 
1-error active) UINT16

Bit 0: Single pump/ compressor maximum run time error
Bit 1: Redundant pumps/ compressor maximum run time error
Bit 2: Load dependant pumps/ compressor maximum run time 
error
Bit 3: Single pump/ compressor current error
Bit 4: Pump A current error (double pump/ compressor 
configuration)
Bit 5: Pump B current error (doublepump/ compressor 
configuration)
Bit 6: Pumps A and B current error (double pump/ compressor 
configuration)
Bit 7: Pump C/ compressor current error
Bit 8: Self-learning valve correction error 
Bit 9: Self-learning pump correction error 
Bit 10: Pressure sensor current exceeded
Bit 11: Pressure sensor no current
Bit 12: Load cell current exceeded
Bit 13: Load cell no current
Bit 14: Pump A/ compressor power consumption too high
Bit 15: Pump B/ compressor power consumption too high

0x0005 R Error table 2 
1-error active) UINT16

Bit 0: Pump C power consumption too high
Bit 1: Maximum Runtime P35 M1 exeeded
Bit 2: Maximum Runtime P36 M2 exeeded
Bit 3: Maximum supplation threaded water amount exceeded
Bit 4: Pump running, no decrease of water level in vessel*
Bit 5: Valve open, no increase of water level in vessel*
Bit 6: Maximum runtime P33 V1 exeeded
Bit 7: Maximum runtime P34 V2 exeeded
Bit 8: To run quick fill*
Bit 9: To run system fill*
Bit 10: System run in auto mode
Bit 11: Quick system filling active, V to stop*
Bit 12: System filling active, V to stop*
Bit 13: Manual mode active, press V to start automat
Bit 14: Diaphragm rupture
Bit 15: Spare
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Register Access Name Type Unit Range

0x0006 R Error table 3
(1-error active) UINT16

Bit 0: Water level increase in vessel without Flamcomat 
activity*
Bit 1: Water level decrease in vessel without Flamcomat 
activity*
Bit 2: Maintenance 1 is due
Bit 3: Initial fill failed
Bit 4: Maximum refill time exceeded
Bit 5: Maximum drain time exceeded*
Bit 6: No refill flow
Bit 7: Amount refill water too much
Bit 8: Spare
Bit 9: Spare
Bit 10: Spare
Bit 11: Initial fill active
Bit 12: Manual initial fill active
Bit 13: System fill timer expired
Bit 14: Quick fill timer expired*
Bit 15: Maintenance 2 is due

0x0007 R Error table 4 
(1-error active) UINT16

Bit 0: Maintenance 3 is due
Bit 1: Maintenance 4 is due
Bit 2: Spare
Bit 3: Spare
Bit 4: Spare
Bit 5: Spare
Bit 6: Spare
Bit 7: Spare
Bit 8: Spare
Bit 9: Spare
Bit 10: Spare
Bit 11: Spare
Bit 12: Spare
Bit 13: Spare
Bit 14: Spare
Bit 15: Spare

0x0008 R Operational hours total UINT16 hours

0x0009 R Availability 
( 0 - No, 1 - Yes) UINT16

Bit 0: P35 M1 pressure increase
Bit 1: P36 M2 Pressure increase
Bit 2: P33 V1 (pressure decrease/ compressor valve)
Bit 3: P34 V2 (pressure decrease/ compressor valve)
Bit 4: P31 V3 (filling pump/ valve)
Bit 8: Minimum pressure limiter
Bit 9: Diaphragm rupture sensor
Bit 10: Maximum temperature sensor

0x000A R Pressure setpoint UINT16 cbar 0..16000
0x000B R Minimum water level (absolute) UINT16 %
0x000C R Level refeeding On (absolute) UINT16 %
0x000D R Level refeeding Off (absolute) UINT16 %
0x000E R Minimum level alarm limit UINT16 %
0x000F R Maximum level alarm limit UINT16 %
0x0010 R Nominal volume of vessel UINT16 l

0x0011 R Operational mode UINT16
0 - single mode, 
1 - redundant mode
2 - load-dependent 

0x0012 R Total refill liters UINT16 l
0x0013 R Total refill minutes UINT16 minute
* Not applicable for the Flamcomat MK-U G4
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4.2  FlexFiller
Register Access Name Type Unit Formatting
0x0000 R SystemPressure U16 mbar Decimal
0x0001 R SupplyPressure U16 mbar Decimal
0x0002 R TankLevel U16 % Decimal
0x0003 R VacuumPressure U16 mbar Decimal
0x000A R PressureSetpoint U16 mbar Decimal
0x000B R SafetyValveSetting U16 mbar Decimal
0x000C R Calculated_LowPressureAlarm U16 mbar Decimal
0x000D R Calculated_High

PressureAlarm
U16 mbar Decimal

0x000E R VesselVolume U16 l Decimal

0x0030 R DigitalInput U16 Binary NA

0x0031 R DigitalOutput U16 Binary Bit 0: P36 (Pump 2 / NC)
Bit 1: P35 (Pump 1 / Direct drain valve)
Bit 2: P34 (NC)
Bit 3: P33 (NC)
Bit 4: P32 (NC)
Bit 5: P31 (Refill / Inlet valve)
Bit 6: P29 (VFC 1)
Bit 7: P28 (VFC 2)
Bit 8: P27 (VFC 3)

0x0032 R AccessoryPresenceMask U16 Binary NA
0x0033 R AccessoryPresenceMask U16 Binary NA
0x0034 R DaysToTheNextMaintenance1 U16 count Decimal
0x0035 R DaysToTheNextMaintenance2 U16 count Decimal
0x0036 R DaysToTheNextMaintenance3 U16 count Decimal
0x0037 R DaysToTheNextMaintenance4 U16 count Decimal

0x0040 R Errors_3 U16 Binary NA (For Future Use)
0x0041 R Errors_2 U16 Binary NA (For Future Use)
0x0042 R Errors_1 U16 Binary NA (For Future Use)
0x0043 R Errors_0 U16 Binary Bit 0: ALR_SYSTEM_PRESSURE_LOW

Bit 1: ALR_SYSTEM_PRESSURE_BELOW_MINIMUM
Bit 2: ALR_SYSTEM_PRESSURE_SENSOR_OOB_LOW
Bit 3: ALR_SYSTEM_PRESSURE_SENSOR_OOB_HIGH
Bit 4: ALR_SYSTEM_PRESSURE_HIGH
Bit 5: ALR_SYSTEM_FILL_TIMER_EXPIRED
Bit 6: ALR_SAFETY_VALVE_ACTIVE
Bit 7: ALR_VESSEL_PRECHARGE_LOST
Bit 8: ALR_PUMP_1_OVER_CURRENT
Bit 9: ALR_PUMP_2_OVER_CURRENT
Bit 10: ALR_PUMP_1_NO_CURRENT
Bit 11: ALR_PUMP_2_NO_CURRENT

0x0044 R Warnings_0 U16 Binary NA (For Future Use)

0x0045 R Warnings_1 U16 Binary Bit 0: WRN_SYPHON_FLUSH_DETECTED
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0x0046 R Warnings_2 U16 Binary Bit 0: WRN_SYSTEM_FILL_ACTIVE
Bit 1: WRN_SYSTEM_FILL_ON_HOLD
Bit 2: WRN_ANTI_LEGIONELLA_RUNNING
Bit 3: WRN_DEVICE_REBOOT
Bit 4: WRN_TANK_LEVEL_SENSOR_OOB_LOW
Bit 5: WRN_TANK_LEVEL_SENSOR_OOB_HIGH
Bit 6: WRN_PUMP_DRY_RUN
Bit 7: WRN_TANK_OVERFLOW
Bit 8: WRN_MANUAL_SYSTEM_FILL
Bit 9: WRN_PUMP_1_RUNTIME
Bit 10: WRN_PUMP_2_RUNTIME
Bit 11: WRN_ANTI_LEGIONELLA_RECOVERY
Bit 12: WRN_VACUUM_PRESSURE_SENSOR_OOB_LOW
Bit 13: WRN_VACUUM_PRESSURE_SENSOR_OOB_HIGH
Bit 14: WRN_FILTER_FULL
Bit 15: WRN_VACUUM_ERROR

0x0047 R Warnings_3 U16 Binary Bit 0: WRN_SYSTEM_PRESSURE_HIGH
Bit 1: WRN_MAX_AMOUNT_TOPUP_WATER
Bit 2: WRN_SYSTEM_PRESSURE_LOW
Bit 3: WRN_NUMBER_OF_TOPUPS
Bit 4: WRN_SUPPLY_PRESSURE_TOO_LOW
Bit 5: WRN_SUPPLY_PRESSURE_TOO_HIGH
Bit 6: WRN_SUPPLY_PRESSURE_SENSOR_OOB_LOW
Bit 7: WRN_SUPPLY_PRESSURE_SENSOR_OOB_HIGH
Bit 8: WRN_SYSTEM_FILL_SELF_LEARNING
Bit 9: WRN_MANUAL_MODE
Bit 10: WRN_MAXIMUM_TOPUP_TIME_EXCEEDED
Bit 11: WRN_NO_TOPUP_FLOW
Bit 12: WRN_MAINTENANCE_1_DUE
Bit 13: WRN_MAINTENANCE_2_DUE
Bit 14: WRN_MAINTENANCE_3_DUE
Bit 15: WRN_MAINTENANCE_4_DUE

0x0050 R OverallRuntime_H U16 h Decimal (Combine 0x0050&0x0051 to read the full U32 value)
0x0051 R OverallRuntime_L U16 h Decimal (Combine 0x0050&0x0051 to read the full U32 value)
0x0052 R TotalFilledVolume_H U16 ml Decimal (Combine 0x0052&0x0053 to read the full U32 value)
0x0053 R TotalFilledVolume_L U16 ml Decimal (Combine 0x0052&0x0053 to read the full U32 value)
0x0054 R TotalFillTime_H U16 s Decimal (Combine 0x0054&0x0055 to read the full U32 value)
0x0055 R TotalFillTime_L U16 s Decimal (Combine 0x0054&0x0055 to read the full U32 value)
0x0056 R ActivationsMv1_H U16 count Decimal (Combine 0x0056&0x0057 to read the full U32 value)
0x0057 R ActivationsMv1_L U16 count Decimal (Combine 0x0056&0x0057 to read the full U32 value)
0x0058 R ActivationsMv2_H U16 count Decimal (Combine 0x0058&0x0059 to read the full U32 value)
0x0059 R ActivationsMv2_L U16 count Decimal (Combine 0x0058&0x0059 to read the full U32 value)
0x005A R RuntimeMv1_H U16 s Decimal (Combine 0x005A&0x005B to read the full U32 value)
0x005B R RuntimeMv1_L U16 s Decimal (Combine 0x005A&0x005B to read the full U32 value)
0x005C R RuntimeMv2_H U16 s Decimal (Combine 0x005C&0x005D to read the full U32 value)
0x005D R RuntimeMv2_L U16 s Decimal (Combine 0x005C&0x005D to read the full U32 value)
0x005E R ActivationsPump1_H U16 count Decimal (Combine 0x005E&0x005F to read the full U32 value)
0x005F R ActivationsPump1_L U16 count Decimal (Combine 0x005E&0x005F to read the full U32 value)
0x0060 R ActivationsPump2_H U16 count Decimal (Combine 0x0060&0x0061 to read the full U32 value)
0x0061 R ActivationsPump2_L U16 count Decimal (Combine 0x0060&0x0061 to read the full U32 value)
0x0062 R ActivationsValve1_H U16 count Decimal (Combine 0x0062&0x0063 to read the full U32 value)
0x0063 R ActivationsValve1_L U16 count Decimal (Combine 0x0062&0x0063 to read the full U32 value)
0x0064 R RuntimePump1_H U16 s Decimal (Combine 0x0064&0x0065 to read the full U32 value)
0x0065 R RuntimePump1_L U16 s Decimal (Combine 0x0064&0x0065 to read the full U32 value)
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0x0066 R RuntimePump2_H U16 s Decimal (Combine 0x0066&0x0067 to read the full U32 value)
0x0067 R RuntimePump2_L U16 s Decimal (Combine 0x0066&0x0067 to read the full U32 value)
0x0068 R RuntimeValve1_H U16 s Decimal (Combine 0x0068&0x0069 to read the full U32 value)
0x0069 R RuntimeValve1_L U16 s Decimal (Combine 0x0068&0x0069 to read the full U32 value)
0x006A R NrOfNormalTopUps_H U16 count Decimal (Combine 0x006A&0x006B to read the full U32 value)
0x006B R NrOfNormalTopUps_L U16 count Decimal (Combine 0x006A&0x006B to read the full U32 value)
0x006C R NrOfEmergencyStops_H U16 count Decimal (Combine 0x006C&0x006D to read the full U32 value)
0x006D R NrOfEmergencyStops_L U16 count Decimal (Combine 0x006C&0x006D to read the full U32 value)
0x006E R SafetyValveActivations_H U16 count Decimal (Combine 0x006E&0x006F to read the full U32 value)
0x006F R SafetyValveActivations_L U16 count Decimal (Combine 0x006E&0x006F to read the full U32 value)
0x0070 R ActivationsVfc1_H U16 count Decimal (Combine 0x0070&0x0071 to read the full U32 value)
0x0071 R ActivationsVfc1_L U16 count Decimal (Combine 0x0070&0x0071 to read the full U32 value)
0x0072 R ActivationsVfc2_H U16 count Decimal (Combine 0x0072&0x0073 to read the full U32 value)
0x0073 R ActivationsVfc2_L U16 count Decimal (Combine 0x0072&0x0073 to read the full U32 value)
0x0074 R ActivationsVfc3_H U16 count Decimal (Combine 0x0074&0x0075 to read the full U32 value)
0x0075 R ActivationsVfc3_L U16 count Decimal (Combine 0x0074&0x0075 to read the full U32 value)
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5. Таблица картирования битов Bacnet
5.1  Flamcomat
Object identifier Access Object Name Type Unit Range

OBJECT_ANALOG_VALUE:0 R Current working pressure UINT16 cbar 0..16000
OBJECT_ANALOG_VALUE:1 R Current vessel level UINT16 % 0…100

OBJECT_ANALOG_VALUE:2 R Outputs state  
(1-on) UINT16

Bit 0: P35 M1 active (pump/ compressor)
Bit 1: P36 M2 active (pump/ compressor)
Bit 2: P33 V1 active (valve 1) 
Bit 3: P34 V2 active (valve 2)
Bit 4: P31 V3 active (valve 3)
Bit 8: Degassing On (Enabled)*
Bit 9: Degassing mode (0-normal, 1-turbo)*

OBJECT_ANALOG_VALUE:3 R Error table 1 
1-error active) UINT16

Bit 0: Single pump/ compressor maximum run time error
Bit 1: Redundant pumps/ compressor maximum run time error
Bit 2: Load dependent pumps/ compressor maximum run time 
error
Bit 3: Single pump/compressor current error
Bit 4: Pump A current error (double pump/ compressor 
configuration)
Bit 5: Pump B current error (double pump/ compressor 
configuration)
Bit 6: Pumps A and B/ compressor current error (double pump c 
configuration)
Bit 7: Pump C/ compressor current error
Bit 8: Self-learning valve correction error
Bit 9: Self-learning pump/ compressor correction error
Bit 10: Pressure sensor current exceeded
Bit 11: Pressure sensor no current
Bit 12: Load cell current exceeded
Bit 13: Load cell no current
Bit 14: Pump A/ compressor power consumption too high
Bit 15: Pump B/ compressor power consumption too high

OBJECT_ANALOG_VALUE:4 R Error table 2 
(1-error active) UINT16

Bit 0: Pump C/ compressor power consumption too high
Bit 1: Maximum runtime P35 M1 exeeded
Bit 2: Maximum runtime P36 M2 exeeded
Bit 3: Maximum supplation threaded water amount exceeded
Bit 4: Pump/ compressor running, no decrease of water level in 
vessel
Bit 5: Valve open, no increase of water level in vessel
Bit 6: Maximum runtime P33 V1 exeeded
Bit 7: Maximum runtime P34 V2 exeeded
Bit 8: To run quick fill*
Bit 9: To run system fill*
Bit 10: System run in auto mode
Bit 11: Quick system filling active, V to stop*
Bit 12: System filling active, V to stop*
Bit 13: Manual mode active, press V to start automat
Bit 14: Diaphragm rupture
Bit 15: Spare
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Object identifier Access Object Name Type Unit Range

OBJECT_ANALOG_VALUE:5 R Error table 3
(1-error active) UINT16

Bit 0: Water level increase in vessel without Flamcomat activity*
Bit 1: Water level decrease in vessel without Flamcomat activity*
Bit 2: Maintenance 1 is due
Bit 3: Initial fill failed
Bit 4: Maximum refill time exceeded
Bit 5: Maximum drain time exceeded*
Bit 6: No refill flow
Bit 7: Amount refill water too much
Bit 8: Spare
Bit 9: Spare
Bit 10: Spare
Bit 11: Initial fill active
Bit 12: Manual initial fill active
Bit 13: System fill timer expired*
Bit 14: Quick fill timer expired*
Bit 15: Maintenance 2 is due

OBJECT_ANALOG_VALUE:6 R Error table 4 
(1-error active) UINT16

Bit 0: Maintenance 3 is due
Bit 1: Maintenance 4 is due
Bit 2: Spare
Bit 3: Spare
Bit 4: Spare
Bit 5: Spare
Bit 6: Spare
Bit 7: Spare
Bit 8: Spare
Bit 9: Spare
Bit 10: Spare
Bit 11: Spare
Bit 12: Spare
Bit 13: Spare
Bit 14: Spare
Bit 15: Spare

OBJECT_ANALOG_VALUE:7 R Operational hours total UINT16 hours

OBJECT_ANALOG_VALUE:8 R Availability 
( 0 - No, 1 - Yes) UINT16

Bit 0: P35 M1 pressure increase
Bit 1: P36 M2 Pressure increase
Bit 2: P33 V1 (pressure decrease/ compressor valve)
Bit 3: P34 V2 (pressure decrease/ compressor valve)
Bit 4: P31 V3 (filling pump/ valve)
Bit 8: Minimum pressure limiter
Bit 9: Diaphragm rupture sensor
Bit 10: Maximum temperature sensor

OBJECT_ANALOG_VALUE:9 R Pressure setpoint UINT16 cbar 0..16000

OBJECT_ANALOG_VALUE:10 R Minimum water level 
(absolute) UINT16 %

OBJECT_ANALOG_VALUE:11 R Level refeeding On 
(absolute) UINT16 %

OBJECT_ANALOG_VALUE:12 R Level refeeding Off 
(absolute) UINT16 %

OBJECT_ANALOG_VALUE:13 R Minimum level alarm limit UINT16 %
OBJECT_ANALOG_VALUE:14 R Maximum level alarm limit UINT16 %
OBJECT_ANALOG_VALUE:15 R Nominal volume of vessel UINT16 l

OBJECT_ANALOG_VALUE:16 R Operational mode UINT16
0 - single mode, 
1 - redundant mode
2 - load-dependent 

OBJECT_ANALOG_VALUE:17 R Total refill liters UINT16 l
OBJECT_ANALOG_VALUE:18 R Total refill minutes UINT16 minute
* Not applicable for the Flamcomat MK-U G4
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5.2  FlexFiller
Object ID Access Oject name Type Unit Formatting
OBJECT_ANALOG_VALUE:0 R "alarms" U64 Binary Bit 0: ALR_SYSTEM_PRESSURE_LOW

Bit 1: ALR_SYSTEM_PRESSURE_BELOW_MINIMUM
Bit 2: ALR_SYSTEM_PRESSURE_BELOW_MINIMUM
Bit 3: ALR_SYSTEM_PRESSURE_SENSOR_OOB_HIGH
Bit 4: ALR_SYSTEM_PRESSURE_HIGH
Bit 5: ALR_SYSTEM_FILL_TIMER_EXPIRED
Bit 6: ALR_SAFETY_VALVE_ACTIVE
Bit 7: ALR_VESSEL_PRECHARGE_LOST
Bit 8: ALR_PUMP_1_OVER_CURRENT
Bit 9: ALR_PUMP_2_OVER_CURRENT
Bit 10: ALR_PUMP_1_NO_CURRENT
Bit 11: ALR_PUMP_2_NO_CURRENT

OBJECT_ANALOG_VALUE:1 R "warnings" U64 Binary Bit 0: WRN_SYSTEM_PRESSURE_HIGH
Bit 1: WRN_MAX_AMOUNT_TOPUP_WATER
Bit 2: WRN_SYSTEM_PRESSURE_LOW
Bit 3: WRN_NUMBER_OF_TOPUPS
Bit 4: WRN_SUPPLY_PRESSURE_TOO_LOW
Bit 5: WRN_SUPPLY_PRESSURE_TOO_HIGH
Bit 6: WRN_SUPPLY_PRESSURE_SENSOR_OOB_LOW
Bit 7: WRN_SUPPLY_PRESSURE_SENSOR_OOB_HIGH
Bit 8: WRN_SYSTEM_FILL_SELF_LEARNING
Bit 9: WRN_MANUAL_MODE
Bit 10: WRN_MAXIMUM_TOPUP_TIME_EXCEEDED
Bit 11: WRN_NO_TOPUP_FLOW
Bit 12: WRN_MAINTENANCE_1_DUE
Bit 13: WRN_MAINTENANCE_2_DUE
Bit 14: WRN_MAINTENANCE_3_DUE
Bit15: WRN_MAINTENANCE_4_DUE
Bit 16: WRN_SYSTEM_FILL_ACTIVE
Bit 17: WRN_SYSTEM_FILL_ON_HOLD
Bit 18: WRN_ANTI_LEGIONELLA_RUNNING
Bit 19: WRN_DEVICE_REBOOT
Bit 20: WRN_TANK_LEVEL_SENSOR_OOB_LOW
Bit 21: WRN_TANK_LEVEL_SENSOR_OOB_HIGH
Bit 22: WRN_PUMP_DRY_RUN
Bit 23: WRN_TANK_OVERFLOW
Bit 24: WRN_MANUAL_SYSTEM_FILL
Bit 25: WRN_PUMP_1_RUNTIME
Bit 26: WRN_PUMP_2_RUNTIME
Bit 27: WRN_ANTI_LEGIONELLA_RECOVERY
Bit 28: WRN_VACUUM_PRESSURE_SENSOR_OOB_LOW
Bit 29: WRN_VACUUM_PRESSURE_SENSOR_OOB_HIGH
Bit 30: WRN_FILTER_FULL
Bit 31: WRN_VACUUM_ERROR
Bit 32: WRN_SYPHON_FLUSH_DETECTED

OBJECT_ANALOG_VALUE:2 R "current system pressure" U16 mbar Decimal

OBJECT_ANALOG_VALUE:3 R "current supply pressure" U16 mbar Decimal

OBJECT_ANALOG_VALUE:4 R "current tank level" U16 % Decimal

OBJECT_ANALOG_VALUE:5 R "current vacuum pressure" U16 mbar Decimal

OBJECT_ANALOG_VALUE:6 R "pressure setpoint" U16 mbar Decimal

OBJECT_ANALOG_VALUE:7 R "safety valve setting" U16 mbar Decimal

OBJECT_ANALOG_VALUE:8 R "low pressure alarm limit" U16 mbar Decimal

OBJECT_ANALOG_VALUE:9 R "high pressure alarm limit" U16 mbar Decimal

OBJECT_ANALOG_VALUE:10 R "vessel volume" U16 l Decimal

OBJECT_ANALOG_VALUE:11 R "digital input" U16 Binary NA
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OBJECT_ANALOG_VALUE:12 R "digital output" U16 Binary Bit 0: P36 (Pump 2 / NC)
Bit 1: P35 (Pump 1/MV1 topup valve )
Bit 2: P34 (NC)
Bit 3: P33 (NC)
Bit 4: P32 (NC)
Bit 5: P31 (Inlet valve/MV2 Drain Valve)
Bit 6: P29 (VFC 1)
Bit 7: P28 (VFC 2)
Bit 8: P27 (VFC 3)

OBJECT_ANALOG_VALUE:13 R "accessories" U32 Binary NA

OBJECT_ANALOG_VALUE:14 R "days to next maintenance 1" U16 count Decimal

OBJECT_ANALOG_VALUE:15 R "days to next maintenance 2" U16 count Decimal

OBJECT_ANALOG_VALUE:16 R "days to next maintenance 3" U16 count Decimal

OBJECT_ANALOG_VALUE:17 R "days to next maintenance 4" U16 count Decimal

OBJECT_ANALOG_VALUE:18 R "overall runtime" U32 h Decimal

OBJECT_ANALOG_VALUE:19 R "total filled volume" U32 ml Decimal

OBJECT_ANALOG_VALUE:20 R "total fill time" U32 s Decimal

OBJECT_ANALOG_VALUE:21 R "activations MV1" U32 count Decimal

OBJECT_ANALOG_VALUE:22 R "activations MV2" U32 count Decimal

OBJECT_ANALOG_VALUE:23 R "runtime MV1" U32 s Decimal

OBJECT_ANALOG_VALUE:24 R "runtime MV2" U32 s Decimal

OBJECT_ANALOG_VALUE:25 R "activations Pump1" U32 count Decimal

OBJECT_ANALOG_VALUE:26 R "activations Pump2" U32 count Decimal

OBJECT_ANALOG_VALUE:27 R "activations Valve1" U32 count Decimal

OBJECT_ANALOG_VALUE:28 R "runtime Pump1" U32 s Decimal

OBJECT_ANALOG_VALUE:29 R "runtime Pump2" U32 s Decimal

OBJECT_ANALOG_VALUE:30 R "runtime Valve1" U32 s Decimal

OBJECT_ANALOG_VALUE:31 R "nrOfNormalTopUps" U32 count Decimal

OBJECT_ANALOG_VALUE:32 R "nrOfEmergencyStops" U32 count Decimal

OBJECT_ANALOG_VALUE:33 R "safetyValveActivations" U32 count Decimal

OBJECT_ANALOG_VALUE:34 R "activationsVfc1" U32 count Decimal

OBJECT_ANALOG_VALUE:35 R "activationsVfc2" U32 count Decimal

OBJECT_ANALOG_VALUE:36 R "activationsVfc3" U32 count Decimal
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Нидерланды	
hydronic flow control 
+31 36 520 62 300
info@flamcogroup.com 
www.flamcogroup.com

Контактное лицо

Дания 
Flamco Denmark 
+45 44 94 02 07 
info@flamco.dk

Венгрия 
Flamco Kft 
+36 23 880981 
info@flamco.hu

Бельгия 
hydronic flow control 
+32 2 371 01 67 
info@flamco.be

Франция 
hydronic flow control 
+33 4 78 78 16 00 
info@flamco.fr

Российская Федерация 
ООО „Майбес РУС“ 
+7 495 727 20 26 
moscow@flamcogroup.ru

Швейцария 
Flamco AG 
+41 41 854 30 50 
info@flamco.ch

Эстония 
Flamco Baltic 
+372 568 838 38 
info@flamco.ee

Италия 
Flamco Italy 
+39 030 258 6005 
flamco-italia@flamcogroup.com

Китай 
Flamco Heating Accessories  
(Changshu) Ltd, Co. 
+86 512 528 417 31 
yecho@flamco.com.cn

Германия 
Meibes System-Technik GmbH 
+49 342 927 130 
info@meibes.com

Словакия 
Flamco SK s.r.o. 
+421 475 634 043 
info@meibes.sk

Объединенные Арабские Эмираты  
Flamco Middle East 
+971 4 8819540 
info@flamco-gulf.com

Финляндия 
Flamco Finland 
+358 10 320 99 90 
info@flamco.fi

Польша 
Flamco Meibes Sp. z o.o. 
+48 65 529 49 89 
info@flamco.pl

Чешская Республика 
Flamco CZ s.r.o. 
+420 284 00 10 81 
info@meibes.cz

Германия 
Flamco GmbH 
+49 2104 80006 20 
info@flamco.de

Швеция 
Flamco Sverige 
+46 50 042 89 95 
vvs@flamco.se

Соединенное Королевство  
Flamco Limited 
+44 17 447 447 44 
info@flamco.co.uk



Flamco B.V.  
Fort Blauwkapel 1 
1358 DB Almere  
the Netherlands 
+31 36 52 62 300 
info@flamcogroup.com 
www.flamcogroup.com

Авторские права Flamco B.V., Алмере, Нидерланды. Никакие части настоящей публикации не могут воспроизводиться или публиковаться никоим образом без явного разрешения 
и упоминания источника. Указанные данные относятся только к изделиям Flamco. Flamco B.V. не несет никакой ответственности за некорректное использование, применение или 
интерпретацию технической информации. Flamco B.V. сохраняет за собой право на внесение технических изменений.
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