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Detta dokument är avsett som ett komplement till produktens installations- och bruksanvisningar. Denna 
instruktion stöder specifikt Flamcomat G4 när det gäller säkerhet, användning och drift.

För installationsinstruktioner och ytterligare dokumentation i olika språk, besök www. flamcogroup.com/ 
manualer. Ytterligare produktionsinformation kan begäras från det berörda Flamco-kontoret

Legend:

 Home

 Settings

 General

 Service info

1. Korrekt användning
Flextronic-styrenheten måste användas i enlighet med denna bruksanvisning.Declaration of conformity i den 
ursprungliga dokumentationen gäller fortfarande.
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2. Produktbeskrivning
Flextronic är en universell styrenhet för Flamco automater.
Den har  ett  brett  utbud  av    kommunikationsalternativ    som  kan  aktiveras    i  Flextronic  tillbehörmenyn:
1. Ethernet-port   för  BMS-integrering,  kommunicera i antingen Modbus eller Bacnet-protokollet.
2. USB-port för att spara driftloggen eller utföra en firmwareuppdatering.
3. Canbusportar (ihopkopplade för kedjekoppling) för sammankoppling av flera Flamco-automater.
4.  RS-485-portar (ihopkopplade för kedjekoppling) för Flamco Remote Service  Gateway-anslutningen 

(Flamconnect)  eller  alternativt för BMS-integrationen via Modbus eller Bacnet.
5. Trådlöst gränssnitt(2.400…2.485 GHz) för par koppling med en smartphone eller en surfplatta.
6. Analoga spänningssignaler för fjärrindikering av kärlnivå och systemtryck (0-10V).
7. Digital (Discrete) output signals (250VAC, 5A max., potential free). Anpassade fel  och  varningar  kan  

konfigureras till de tre portarna i Flextronic Alarms-menyn.

O indicerade portar är avsedda för specifika Automattillbehör eller andra operativa ändamål. De får inte 
användas för kundgränssnitt eller kommunikation. 

2.1  Wiring details

Installation, databehandling och idrifttagning skall utföras av utbildad, kvalificerad och kompetent personal. 
Lämpliga nationella standarder, förordningar och regler måste följas. För installationsinstruktioner och 
ytterligare dokumentation i olika språk, besök www.flamcogroup.com/manuals.

 • Ytterligare kablar ingår eller levereras inte av Flamco.
 • Flamco rekommenderar användning av tvinnad enkelparskärmad kabel. 
 • The termination resistor har ett värde av120 Ohm.
 • Den största tillåtna längden på kablarna är 500 m.
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2.2  Flamconnect Gateway

2.3  BMS Connectivity Modbus & Bacnet

Kommunikation som både Modbus och Bacnet är inte möjligt på RS-485 BUS samtidigt. Om båda protokollen 
krävs måste ett av protokollen köras över Ethernet-anslutningen(IP).
När du använder Flamconnect Remote Service Gateway är RS485-porten dedikerad till den här funktionen. Om 
Modbus eller Bacnet också krävs kan detta endast uppnås med Ethernet-anslutningen (IP).

2.4  Interconnected Flamco Automats
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2.5  Analog output signals (customer)

För att erhålla (voltage) analoga signal av systemtrycket och kärlnivån.
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2.6  Digital (Discrete) output signals

P29 (VFC3)P28 (VFC2)P27 (VFC1)

(NO) Relay openend at (NO) OUT when controller is powered down, running with error or cable broken

(NO) Relay closed at (NO) OUT when controller powered up and running without error

P29 (VFC3)P28 (VFC2)P27 (VFC1)

NC NOCOM NOCOM NOCOM

NC NOCOM NOCOM NOCOM

OUTIN OUTIN OUTIN

OUTIn OUTIN OUTIN

GUI settings:
Invert polarity: o�

Specifications of VFC:
5A @ 240VAC (non-inductive)

Incoming signal from BMS

Returning signal to BMS

relay

Faulty 

No Fault

P27 P28 P29
Så 
här 

hämtar du status för automaten. Det anpassade felet kan tilldelas varje utgång.
Utgång P29 är en pannspärrsignal på>110 °C Läge, Det är inte tillgängligt för alarmerande i detta läge.
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3. Wireless Configuration and settings
Konfiguration är möjlig med Hjälp av Flamconnect-appen.
 
Så här parar du: ange lösenkoden. Den finns på QR-kodetiketten på automaten eller visas på skärmen.

System Info To observe the automat and the controller 
information  ▶ 

Konfigurationen av kundgränssnitten och kommunikationsprotokollen är tillgänglig i controller-menyn.

Accessoires To activate the advanced automat accessories  ▶  ▶ 

3.1  Communication Interface settings
Ethernet: 
IP address  192.168.100.150 
IP mask  255.255.255.0 
IP gateway  192.168.100.1
RS-485: 
Flextronic is slave.
Device ID  selectable 
Baud rate  19200  
Parity   8-n-1
Det är möjligt att tilldela endast ett protokoll i taget till samma gränssnitt. När Fjärrtjänst gatewayen är ansluten 
är Modbus och Bacnet inte tillgängliga via RS-485. Använd Ethernet-porten för BMS-integrering i stället.

3.2  Digital (Discrete) output programming
Det är möjligt att tilldela anpassade fel (fel och varningar) till potentiella fria digitala (diskreta) utgångar. Om mer 
än ett fel tilldelas samma utdata aktiveras utdata om något av de tilldelade felen är aktivt för utdata.

Konfiguration av felen finns i Flextronic-menyn:

Alarms
To assign the alarm message(s) 
to the relevant potential free 
output(s)

 ▶  ▶ 
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4. Modbus mapping table
4.1  Flamcomat
Register Access Name Type Unit Range

0x0001 R Current working pressure UINT16 cbar 0..16000
0x0002 R Current vessel level UINT16 % 0…100

0x0003 R Outputs state  
(1-on) UINT16

Bit 0: P35 M1 Active (pump/compressor)
Bit 1: P36 M2 Active (pump/compressor)
Bit 2: P33 V1 active (Valve 1) 
Bit 3: P34 V2 active (Valve 2)
Bit 4: P31 V3 Active (Valve 3/ Refill pump)
Bit 8: Degassing On (Enabled)*
Bit 9: Degassing mode (0-normal, 1-turbo)*

0x0004 R Error table 1 
1-error active) UINT16

Bit 0: Single pump/ compressor maximum run time error
Bit 1: Redundant pumps/ compressor maximum run time error
Bit 2: Load dependant pumps/ compressor maximum run time 
error
Bit 3: Single pump/ compressor current error
Bit 4: Pump A current error (double pump/ compressor 
configuration)
Bit 5: Pump B current error (doublepump/ compressor 
configuration)
Bit 6: Pumps A and B current error (double pump/ compressor 
configuration)
Bit 7: Pump C/ compressor current error
Bit 8: Self-learning valve correction error 
Bit 9: Self-learning pump correction error 
Bit 10: Pressure sensor current exceeded
Bit 11: Pressure sensor no current
Bit 12: Load cell current exceeded
Bit 13: Load cell no current
Bit 14: Pump A/ compressor power consumption too high
Bit 15: Pump B/ compressor power consumption too high

0x0005 R Error table 2 
1-error active) UINT16

Bit 0: Pump C power consumption too high
Bit 1: Maximum Runtime P35 M1 exeeded
Bit 2: Maximum Runtime P36 M2 exeeded
Bit 3: Maximum supplation threaded water amount exceeded
Bit 4: Pump running, no decrease of water level in vessel*
Bit 5: Valve open, no increase of water level in vessel*
Bit 6: Maximum runtime P33 V1 exeeded
Bit 7: Maximum runtime P34 V2 exeeded
Bit 8: To run quick fill*
Bit 9: To run system fill*
Bit 10: System run in auto mode
Bit 11: Quick system filling active, V to stop*
Bit 12: System filling active, V to stop*
Bit 13: Manual mode active, press V to start automat
Bit 14: Diaphragm rupture
Bit 15: Spare

0x0006 R Error table 3
(1-error active) UINT16

Bit 0: Water level increase in vessel without Flamcomat activity*
Bit 1: Water level decrease in vessel without Flamcomat activity*
Bit 2: Maintenance 1 is due
Bit 3: Initial fill failed
Bit 4: Maximum refill time exceeded
Bit 5: Maximum drain time exceeded*
Bit 6: No refill flow
Bit 7: Amount refill water too much
Bit 8: Spare
Bit 9: Spare
Bit 10: Spare
Bit 11: Initial fill active
Bit 12: Manual initial fill active
Bit 13: System fill timer expired
Bit 14: Quick fill timer expired*
Bit 15: Maintenance 2 is due
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Register Access Name Type Unit Range

0x0007 R Error table 4 
(1-error active) UINT16

Bit 0: Maintenance 3 is due
Bit 1: Maintenance 4 is due
Bit 2: Spare
Bit 3: Spare
Bit 4: Spare
Bit 5: Spare
Bit 6: Spare
Bit 7: Spare
Bit 8: Spare
Bit 9: Spare
Bit 10: Spare
Bit 11: Spare
Bit 12: Spare
Bit 13: Spare
Bit 14: Spare
Bit 15: Spare

0x0008 R Operational hours total UINT16 hours

0x0009 R Availability 
( 0 - No, 1 - Yes) UINT16

Bit 0: P35 M1 pressure increase
Bit 1: P36 M2 Pressure increase
Bit 2: P33 V1 (pressure decrease/ compressor valve)
Bit 3: P34 V2 (pressure decrease/ compressor valve)
Bit 4: P31 V3 (filling pump/ valve)
Bit 8: Minimum pressure limiter
Bit 9: Diaphragm rupture sensor
Bit 10: Maximum temperature sensor

0x000A R Pressure setpoint UINT16 cbar 0..16000
0x000B R Minimum water level (absolute) UINT16 %
0x000C R Level refeeding On (absolute) UINT16 %
0x000D R Level refeeding Off (absolute) UINT16 %
0x000E R Minimum level alarm limit UINT16 %
0x000F R Maximum level alarm limit UINT16 %
0x0010 R Nominal volume of vessel UINT16 l

0x0011 R Operational mode UINT16
0 - single mode, 
1 - redundant mode
2 - load-dependent 

0x0012 R Total refill liters UINT16 l
0x0013 R Total refill minutes UINT16 minute
* Not applicable for the Flamcomat MK-U G4

4.2  FlexFiller
Register Access Name Type Unit Formatting
0x0000 R SystemPressure U16 mbar Decimal
0x0001 R SupplyPressure U16 mbar Decimal
0x0002 R TankLevel U16 % Decimal
0x0003 R VacuumPressure U16 mbar Decimal
0x000A R PressureSetpoint U16 mbar Decimal
0x000B R SafetyValveSetting U16 mbar Decimal
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0x000C R Calculated_LowPressureAlarm U16 mbar Decimal
0x000D R Calculated_High

PressureAlarm
U16 mbar Decimal

0x000E R VesselVolume U16 l Decimal

0x0030 R DigitalInput U16 Binary NA

0x0031 R DigitalOutput U16 Binary Bit 0: P36 (Pump 2 / NC)
Bit 1: P35 (Pump 1 / Direct drain valve)
Bit 2: P34 (NC)
Bit 3: P33 (NC)
Bit 4: P32 (NC)
Bit 5: P31 (Refill / Inlet valve)
Bit 6: P29 (VFC 1)
Bit 7: P28 (VFC 2)
Bit 8: P27 (VFC 3)

0x0032 R AccessoryPresenceMask U16 Binary NA
0x0033 R AccessoryPresenceMask U16 Binary NA
0x0034 R DaysToTheNextMaintenance1 U16 count Decimal
0x0035 R DaysToTheNextMaintenance2 U16 count Decimal
0x0036 R DaysToTheNextMaintenance3 U16 count Decimal
0x0037 R DaysToTheNextMaintenance4 U16 count Decimal

0x0040 R Errors_3 U16 Binary NA (For Future Use)
0x0041 R Errors_2 U16 Binary NA (For Future Use)
0x0042 R Errors_1 U16 Binary NA (For Future Use)
0x0043 R Errors_0 U16 Binary Bit 0: ALR_SYSTEM_PRESSURE_LOW

Bit 1: ALR_SYSTEM_PRESSURE_BELOW_MINIMUM
Bit 2: ALR_SYSTEM_PRESSURE_SENSOR_OOB_LOW
Bit 3: ALR_SYSTEM_PRESSURE_SENSOR_OOB_HIGH
Bit 4: ALR_SYSTEM_PRESSURE_HIGH
Bit 5: ALR_SYSTEM_FILL_TIMER_EXPIRED
Bit 6: ALR_SAFETY_VALVE_ACTIVE
Bit 7: ALR_VESSEL_PRECHARGE_LOST
Bit 8: ALR_PUMP_1_OVER_CURRENT
Bit 9: ALR_PUMP_2_OVER_CURRENT
Bit 10: ALR_PUMP_1_NO_CURRENT
Bit 11: ALR_PUMP_2_NO_CURRENT

0x0044 R Warnings_0 U16 Binary NA (For Future Use)

0x0045 R Warnings_1 U16 Binary Bit 0: WRN_SYPHON_FLUSH_DETECTED

0x0046 R Warnings_2 U16 Binary Bit 0: WRN_SYSTEM_FILL_ACTIVE
Bit 1: WRN_SYSTEM_FILL_ON_HOLD
Bit 2: WRN_ANTI_LEGIONELLA_RUNNING
Bit 3: WRN_DEVICE_REBOOT
Bit 4: WRN_TANK_LEVEL_SENSOR_OOB_LOW
Bit 5: WRN_TANK_LEVEL_SENSOR_OOB_HIGH
Bit 6: WRN_PUMP_DRY_RUN
Bit 7: WRN_TANK_OVERFLOW
Bit 8: WRN_MANUAL_SYSTEM_FILL
Bit 9: WRN_PUMP_1_RUNTIME
Bit 10: WRN_PUMP_2_RUNTIME
Bit 11: WRN_ANTI_LEGIONELLA_RECOVERY
Bit 12: WRN_VACUUM_PRESSURE_SENSOR_OOB_LOW
Bit 13: WRN_VACUUM_PRESSURE_SENSOR_OOB_HIGH
Bit 14: WRN_FILTER_FULL
Bit 15: WRN_VACUUM_ERROR
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0x0047 R Warnings_3 U16 Binary Bit 0: WRN_SYSTEM_PRESSURE_HIGH
Bit 1: WRN_MAX_AMOUNT_TOPUP_WATER
Bit 2: WRN_SYSTEM_PRESSURE_LOW
Bit 3: WRN_NUMBER_OF_TOPUPS
Bit 4: WRN_SUPPLY_PRESSURE_TOO_LOW
Bit 5: WRN_SUPPLY_PRESSURE_TOO_HIGH
Bit 6: WRN_SUPPLY_PRESSURE_SENSOR_OOB_LOW
Bit 7: WRN_SUPPLY_PRESSURE_SENSOR_OOB_HIGH
Bit 8: WRN_SYSTEM_FILL_SELF_LEARNING
Bit 9: WRN_MANUAL_MODE
Bit 10: WRN_MAXIMUM_TOPUP_TIME_EXCEEDED
Bit 11: WRN_NO_TOPUP_FLOW
Bit 12: WRN_MAINTENANCE_1_DUE
Bit 13: WRN_MAINTENANCE_2_DUE
Bit 14: WRN_MAINTENANCE_3_DUE
Bit 15: WRN_MAINTENANCE_4_DUE

0x0050 R OverallRuntime_H U16 h Decimal (Combine 0x0050&0x0051 to read the full U32 value)
0x0051 R OverallRuntime_L U16 h Decimal (Combine 0x0050&0x0051 to read the full U32 value)
0x0052 R TotalFilledVolume_H U16 ml Decimal (Combine 0x0052&0x0053 to read the full U32 value)
0x0053 R TotalFilledVolume_L U16 ml Decimal (Combine 0x0052&0x0053 to read the full U32 value)
0x0054 R TotalFillTime_H U16 s Decimal (Combine 0x0054&0x0055 to read the full U32 value)
0x0055 R TotalFillTime_L U16 s Decimal (Combine 0x0054&0x0055 to read the full U32 value)
0x0056 R ActivationsMv1_H U16 count Decimal (Combine 0x0056&0x0057 to read the full U32 value)
0x0057 R ActivationsMv1_L U16 count Decimal (Combine 0x0056&0x0057 to read the full U32 value)
0x0058 R ActivationsMv2_H U16 count Decimal (Combine 0x0058&0x0059 to read the full U32 value)
0x0059 R ActivationsMv2_L U16 count Decimal (Combine 0x0058&0x0059 to read the full U32 value)
0x005A R RuntimeMv1_H U16 s Decimal (Combine 0x005A&0x005B to read the full U32 value)
0x005B R RuntimeMv1_L U16 s Decimal (Combine 0x005A&0x005B to read the full U32 value)
0x005C R RuntimeMv2_H U16 s Decimal (Combine 0x005C&0x005D to read the full U32 value)
0x005D R RuntimeMv2_L U16 s Decimal (Combine 0x005C&0x005D to read the full U32 value)
0x005E R ActivationsPump1_H U16 count Decimal (Combine 0x005E&0x005F to read the full U32 value)
0x005F R ActivationsPump1_L U16 count Decimal (Combine 0x005E&0x005F to read the full U32 value)
0x0060 R ActivationsPump2_H U16 count Decimal (Combine 0x0060&0x0061 to read the full U32 value)
0x0061 R ActivationsPump2_L U16 count Decimal (Combine 0x0060&0x0061 to read the full U32 value)
0x0062 R ActivationsValve1_H U16 count Decimal (Combine 0x0062&0x0063 to read the full U32 value)
0x0063 R ActivationsValve1_L U16 count Decimal (Combine 0x0062&0x0063 to read the full U32 value)
0x0064 R RuntimePump1_H U16 s Decimal (Combine 0x0064&0x0065 to read the full U32 value)
0x0065 R RuntimePump1_L U16 s Decimal (Combine 0x0064&0x0065 to read the full U32 value)
0x0066 R RuntimePump2_H U16 s Decimal (Combine 0x0066&0x0067 to read the full U32 value)
0x0067 R RuntimePump2_L U16 s Decimal (Combine 0x0066&0x0067 to read the full U32 value)
0x0068 R RuntimeValve1_H U16 s Decimal (Combine 0x0068&0x0069 to read the full U32 value)
0x0069 R RuntimeValve1_L U16 s Decimal (Combine 0x0068&0x0069 to read the full U32 value)
0x006A R NrOfNormalTopUps_H U16 count Decimal (Combine 0x006A&0x006B to read the full U32 value)
0x006B R NrOfNormalTopUps_L U16 count Decimal (Combine 0x006A&0x006B to read the full U32 value)
0x006C R NrOfEmergencyStops_H U16 count Decimal (Combine 0x006C&0x006D to read the full U32 value)
0x006D R NrOfEmergencyStops_L U16 count Decimal (Combine 0x006C&0x006D to read the full U32 value)
0x006E R SafetyValveActivations_H U16 count Decimal (Combine 0x006E&0x006F to read the full U32 value)
0x006F R SafetyValveActivations_L U16 count Decimal (Combine 0x006E&0x006F to read the full U32 value)
0x0070 R ActivationsVfc1_H U16 count Decimal (Combine 0x0070&0x0071 to read the full U32 value)
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0x0071 R ActivationsVfc1_L U16 count Decimal (Combine 0x0070&0x0071 to read the full U32 value)
0x0072 R ActivationsVfc2_H U16 count Decimal (Combine 0x0072&0x0073 to read the full U32 value)
0x0073 R ActivationsVfc2_L U16 count Decimal (Combine 0x0072&0x0073 to read the full U32 value)
0x0074 R ActivationsVfc3_H U16 count Decimal (Combine 0x0074&0x0075 to read the full U32 value)
0x0075 R ActivationsVfc3_L U16 count Decimal (Combine 0x0074&0x0075 to read the full U32 value)

5. Bacnet mapping table
5.1  Flamcomat
Object identifier Access Object Name Type Unit Range

OBJECT_ANALOG_VALUE:0 R Current working pressure UINT16 cbar 0..16000
OBJECT_ANALOG_VALUE:1 R Current vessel level UINT16 % 0…100

OBJECT_ANALOG_VALUE:2 R Outputs state  
(1-on) UINT16

Bit 0: P35 M1 active (pump/ compressor)
Bit 1: P36 M2 active (pump/ compressor)
Bit 2: P33 V1 active (valve 1) 
Bit 3: P34 V2 active (valve 2)
Bit 4: P31 V3 active (valve 3)
Bit 8: Degassing On (Enabled)*
Bit 9: Degassing mode (0-normal, 1-turbo)*
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Object identifier Access Object Name Type Unit Range

OBJECT_ANALOG_VALUE:3 R Error table 1 
1-error active) UINT16

Bit 0: Single pump/ compressor maximum run time error
Bit 1: Redundant pumps/ compressor maximum run time error
Bit 2: Load dependent pumps/ compressor maximum run time 
error
Bit 3: Single pump/compressor current error
Bit 4: Pump A current error (double pump/ compressor 
configuration)
Bit 5: Pump B current error (double pump/ compressor 
configuration)
Bit 6: Pumps A and B/ compressor current error (double pump c 
configuration)
Bit 7: Pump C/ compressor current error
Bit 8: Self-learning valve correction error
Bit 9: Self-learning pump/ compressor correction error
Bit 10: Pressure sensor current exceeded
Bit 11: Pressure sensor no current
Bit 12: Load cell current exceeded
Bit 13: Load cell no current
Bit 14: Pump A/ compressor power consumption too high
Bit 15: Pump B/ compressor power consumption too high

OBJECT_ANALOG_VALUE:4 R Error table 2 
(1-error active) UINT16

Bit 0: Pump C/ compressor power consumption too high
Bit 1: Maximum runtime P35 M1 exeeded
Bit 2: Maximum runtime P36 M2 exeeded
Bit 3: Maximum supplation threaded water amount exceeded
Bit 4: Pump/ compressor running, no decrease of water level in 
vessel
Bit 5: Valve open, no increase of water level in vessel
Bit 6: Maximum runtime P33 V1 exeeded
Bit 7: Maximum runtime P34 V2 exeeded
Bit 8: To run quick fill*
Bit 9: To run system fill*
Bit 10: System run in auto mode
Bit 11: Quick system filling active, V to stop*
Bit 12: System filling active, V to stop*
Bit 13: Manual mode active, press V to start automat
Bit 14: Diaphragm rupture
Bit 15: Spare

OBJECT_ANALOG_VALUE:5 R Error table 3
(1-error active) UINT16

Bit 0: Water level increase in vessel without Flamcomat activity*
Bit 1: Water level decrease in vessel without Flamcomat activity*
Bit 2: Maintenance 1 is due
Bit 3: Initial fill failed
Bit 4: Maximum refill time exceeded
Bit 5: Maximum drain time exceeded*
Bit 6: No refill flow
Bit 7: Amount refill water too much
Bit 8: Spare
Bit 9: Spare
Bit 10: Spare
Bit 11: Initial fill active
Bit 12: Manual initial fill active
Bit 13: System fill timer expired*
Bit 14: Quick fill timer expired*
Bit 15: Maintenance 2 is due
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Object identifier Access Object Name Type Unit Range

OBJECT_ANALOG_VALUE:6 R Error table 4 
(1-error active) UINT16

Bit 0: Maintenance 3 is due
Bit 1: Maintenance 4 is due
Bit 2: Spare
Bit 3: Spare
Bit 4: Spare
Bit 5: Spare
Bit 6: Spare
Bit 7: Spare
Bit 8: Spare
Bit 9: Spare
Bit 10: Spare
Bit 11: Spare
Bit 12: Spare
Bit 13: Spare
Bit 14: Spare
Bit 15: Spare

OBJECT_ANALOG_VALUE:7 R Operational hours total UINT16 hours

OBJECT_ANALOG_VALUE:8 R Availability 
( 0 - No, 1 - Yes) UINT16

Bit 0: P35 M1 pressure increase
Bit 1: P36 M2 Pressure increase
Bit 2: P33 V1 (pressure decrease/ compressor valve)
Bit 3: P34 V2 (pressure decrease/ compressor valve)
Bit 4: P31 V3 (filling pump/ valve)
Bit 8: Minimum pressure limiter
Bit 9: Diaphragm rupture sensor
Bit 10: Maximum temperature sensor

OBJECT_ANALOG_VALUE:9 R Pressure setpoint UINT16 cbar 0..16000
OBJECT_ANALOG_VALUE:10 R Minimum water level (absolute) UINT16 %
OBJECT_ANALOG_VALUE:11 R Level refeeding On (absolute) UINT16 %
OBJECT_ANALOG_VALUE:12 R Level refeeding Off (absolute) UINT16 %
OBJECT_ANALOG_VALUE:13 R Minimum level alarm limit UINT16 %
OBJECT_ANALOG_VALUE:14 R Maximum level alarm limit UINT16 %
OBJECT_ANALOG_VALUE:15 R Nominal volume of vessel UINT16 l

OBJECT_ANALOG_VALUE:16 R Operational mode UINT16
0 - single mode, 
1 - redundant mode
2 - load-dependent 

OBJECT_ANALOG_VALUE:17 R Total refill liters UINT16 l
OBJECT_ANALOG_VALUE:18 R Total refill minutes UINT16 minute
* Not applicable for the Flamcomat MK-U G4

5.2  FlexFiller
Object ID Access Oject name Type Unit Formatting
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OBJECT_ANALOG_VALUE:0 R "alarms" U64 Binary Bit 0: ALR_SYSTEM_PRESSURE_LOW
Bit 1: ALR_SYSTEM_PRESSURE_BELOW_MINIMUM
Bit 2: ALR_SYSTEM_PRESSURE_BELOW_MINIMUM
Bit 3: ALR_SYSTEM_PRESSURE_SENSOR_OOB_HIGH
Bit 4: ALR_SYSTEM_PRESSURE_HIGH
Bit 5: ALR_SYSTEM_FILL_TIMER_EXPIRED
Bit 6: ALR_SAFETY_VALVE_ACTIVE
Bit 7: ALR_VESSEL_PRECHARGE_LOST
Bit 8: ALR_PUMP_1_OVER_CURRENT
Bit 9: ALR_PUMP_2_OVER_CURRENT
Bit 10: ALR_PUMP_1_NO_CURRENT
Bit 11: ALR_PUMP_2_NO_CURRENT

OBJECT_ANALOG_VALUE:1 R "warnings" U64 Binary Bit 0: WRN_SYSTEM_PRESSURE_HIGH
Bit 1: WRN_MAX_AMOUNT_TOPUP_WATER
Bit 2: WRN_SYSTEM_PRESSURE_LOW
Bit 3: WRN_NUMBER_OF_TOPUPS
Bit 4: WRN_SUPPLY_PRESSURE_TOO_LOW
Bit 5: WRN_SUPPLY_PRESSURE_TOO_HIGH
Bit 6: WRN_SUPPLY_PRESSURE_SENSOR_OOB_LOW
Bit 7: WRN_SUPPLY_PRESSURE_SENSOR_OOB_HIGH
Bit 8: WRN_SYSTEM_FILL_SELF_LEARNING
Bit 9: WRN_MANUAL_MODE
Bit 10: WRN_MAXIMUM_TOPUP_TIME_EXCEEDED
Bit 11: WRN_NO_TOPUP_FLOW
Bit 12: WRN_MAINTENANCE_1_DUE
Bit 13: WRN_MAINTENANCE_2_DUE
Bit 14: WRN_MAINTENANCE_3_DUE
Bit15: WRN_MAINTENANCE_4_DUE
Bit 16: WRN_SYSTEM_FILL_ACTIVE
Bit 17: WRN_SYSTEM_FILL_ON_HOLD
Bit 18: WRN_ANTI_LEGIONELLA_RUNNING
Bit 19: WRN_DEVICE_REBOOT
Bit 20: WRN_TANK_LEVEL_SENSOR_OOB_LOW
Bit 21: WRN_TANK_LEVEL_SENSOR_OOB_HIGH
Bit 22: WRN_PUMP_DRY_RUN
Bit 23: WRN_TANK_OVERFLOW
Bit 24: WRN_MANUAL_SYSTEM_FILL
Bit 25: WRN_PUMP_1_RUNTIME
Bit 26: WRN_PUMP_2_RUNTIME
Bit 27: WRN_ANTI_LEGIONELLA_RECOVERY
Bit 28: WRN_VACUUM_PRESSURE_SENSOR_OOB_LOW
Bit 29: WRN_VACUUM_PRESSURE_SENSOR_OOB_HIGH
Bit 30: WRN_FILTER_FULL
Bit 31: WRN_VACUUM_ERROR
Bit 32: WRN_SYPHON_FLUSH_DETECTED

OBJECT_ANALOG_VALUE:2 R "current system pressure" U16 mbar Decimal

OBJECT_ANALOG_VALUE:3 R "current supply pressure" U16 mbar Decimal

OBJECT_ANALOG_VALUE:4 R "current tank level" U16 % Decimal

OBJECT_ANALOG_VALUE:5 R "current vacuum pressure" U16 mbar Decimal

OBJECT_ANALOG_VALUE:6 R "pressure setpoint" U16 mbar Decimal

OBJECT_ANALOG_VALUE:7 R "safety valve setting" U16 mbar Decimal

OBJECT_ANALOG_VALUE:8 R "low pressure alarm limit" U16 mbar Decimal

OBJECT_ANALOG_VALUE:9 R "high pressure alarm limit" U16 mbar Decimal

OBJECT_ANALOG_VALUE:10 R "vessel volume" U16 l Decimal

OBJECT_ANALOG_VALUE:11 R "digital input" U16 Binary NA
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OBJECT_ANALOG_VALUE:12 R "digital output" U16 Binary Bit 0: P36 (Pump 2 / NC)
Bit 1: P35 (Pump 1/MV1 topup valve )
Bit 2: P34 (NC)
Bit 3: P33 (NC)
Bit 4: P32 (NC)
Bit 5: P31 (Inlet valve/MV2 Drain Valve)
Bit 6: P29 (VFC 1)
Bit 7: P28 (VFC 2)
Bit 8: P27 (VFC 3)

OBJECT_ANALOG_VALUE:13 R "accessories" U32 Binary NA

OBJECT_ANALOG_VALUE:14 R "days to next maintenance 1" U16 count Decimal

OBJECT_ANALOG_VALUE:15 R "days to next maintenance 2" U16 count Decimal

OBJECT_ANALOG_VALUE:16 R "days to next maintenance 3" U16 count Decimal

OBJECT_ANALOG_VALUE:17 R "days to next maintenance 4" U16 count Decimal

OBJECT_ANALOG_VALUE:18 R "overall runtime" U32 h Decimal

OBJECT_ANALOG_VALUE:19 R "total filled volume" U32 ml Decimal

OBJECT_ANALOG_VALUE:20 R "total fill time" U32 s Decimal

OBJECT_ANALOG_VALUE:21 R "activations MV1" U32 count Decimal

OBJECT_ANALOG_VALUE:22 R "activations MV2" U32 count Decimal

OBJECT_ANALOG_VALUE:23 R "runtime MV1" U32 s Decimal

OBJECT_ANALOG_VALUE:24 R "runtime MV2" U32 s Decimal

OBJECT_ANALOG_VALUE:25 R "activations Pump1" U32 count Decimal

OBJECT_ANALOG_VALUE:26 R "activations Pump2" U32 count Decimal

OBJECT_ANALOG_VALUE:27 R "activations Valve1" U32 count Decimal

OBJECT_ANALOG_VALUE:28 R "runtime Pump1" U32 s Decimal

OBJECT_ANALOG_VALUE:29 R "runtime Pump2" U32 s Decimal

OBJECT_ANALOG_VALUE:30 R "runtime Valve1" U32 s Decimal

OBJECT_ANALOG_VALUE:31 R "nrOfNormalTopUps" U32 count Decimal

OBJECT_ANALOG_VALUE:32 R "nrOfEmergencyStops" U32 count Decimal

OBJECT_ANALOG_VALUE:33 R "safetyValveActivations" U32 count Decimal

OBJECT_ANALOG_VALUE:34 R "activationsVfc1" U32 count Decimal

OBJECT_ANALOG_VALUE:35 R "activationsVfc2" U32 count Decimal

OBJECT_ANALOG_VALUE:36 R "activationsVfc3" U32 count Decimal
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Nederländerna 
hydronic flow control 
+31 36 520 62 300 
info@flamcogroup.com 
www.flamcogroup.com

Kontakt

Estland 
Flamco Baltic 
+372 568 838 38 
info@flamco.ee

Polen 
Flamco Meibes Sp. z o.o. 
+48 65 529 49 89 
info@flamco.pl

Belgien 
hydronic flow control 
+32 2 371 01 67 
info@flamco.be

Frankrike 
hydronic flow control 
+33 4 78 78 16 00 
info@flamco.fr

Storbritannien  
Flamco Limited 
+44 17 447 447 44 
info@flamco.co.uk

Tyskland 
Meibes System-Technik GmbH 
+49 342 927 130 
info@meibes.com

Finland 
Flamco Finland 
+358 10 320 99 90 
info@flamco.fi

Ryska Federationen 
ООО „Майбес РУС“ 
+7 495 727 20 26 
and moscow@flamcogroup.ru

Tjeckien 
Flamco CZ s.r.o. 
+420 284 00 10 81 
info@meibes.cz

Italien 
Flamco Italy 
+39 030 258 6005 
flamco-italia@flamcogroup.com

Sverige 
Flamco Sverige 
+46 50 042 89 95 
vvs@flamco.se

Tyskland 
Flamco GmbH 
+49 2104 80006 20 
info@flamco.de

Förenade Arabemiraten  
Flamco Middle East 
+971 4 8819540 
info@flamco-gulf.com

Slovakien 
Flamco SK s.r.o. 
+421 475 634 043 
info@meibes.sk

Danmark 
Flamco Denmark 
+45 44 94 02 07 
info@flamco.dk

Kina 
Flamco Heating Accessories  
(Changshu) Ltd, Co. 
+86 512 528 417 31 
yecho@flamco.com.cn

Schweiz 
Flamco AG 
+41 41 854 30 50 
info@flamco.ch

Ungern 
Flamco Kft 
+36 23 880981 
info@flamco.hu 



Flamco B.V.  
Fort Blauwkapel 1 
1358 DB Almere  
the Netherlands 
+31 36 52 62 300 
info@flamcogroup.com 
www.flamcogroup.com

Copyright Flamco B.V., Almere, the Netherlands. No part of this publication may be reproduced or published in any way without explicit permission and mention of the source. The data listed are 
solely applicable to Flamco products. Flamco B.V. shall accept no liability whatsoever for incorrect use, application or interpretation of the technical information. Flamco B.V. reserves the right to 
make technical alterations.
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